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DISTRIBUTER LDA AUDIOTECH

Navedene cijene 
su u BAM bez 

uključenog PDV-a. 
Kontaktirajte nas 
radi ostvarivanja 

ZNAČAJNIH 
POPUSTA!

RBR ŠIFRA ARTIKLA SLIKA ARTIKLA KRATAK OPIS ARTIKLA
CIJENA 

ARTIKLA

1 LDAONE500S01

COMPACT PUBLIC ADDRESS AND VOICE 
ALARM SYSTEM EN54-16 AND EN54-4 

CERTIFIED  MODEL LDA ONE-500. It 
includes 2 amplification channels with 200 

Wrms (500 W music/voice as per EN60065) to 
distribute between 6 zones. Line supervision 

without return cable (EOL devices not 
included). DSP processor. 6 control zones. 

Possibility of wall installation, rack and desk. 
Integrated battery charger and housing EN 54-

4 certified.

7.000,00 KM

2 LDAONEPTTS01

PUSH TO TALK HAND MICROPHONE FOR 
ONE MODEL LDA ONE PTT. Push-to-talk 

handheld microphone to incorporate to ONE 
product as an external accessory. It includes 

control and power board to integrate into 
ONE's priority audio input and preview.

340,00 KM

3 LDAONELOOP04S01
Loop expansion module for ONE systems up 
to 4 units. This item is required only for ONE 

master unit within a ONE expandable system.
2.860,00 KM

4 LDAONELOOP10S01
Loop expansion module for ONE systems up 
to 10 units. This item is required only for ONE 
master unit within a ONE expandable system.

4.590,00 KM

5 LDAONEBC1S01

USD CARD FOR ACTIVATION OF EN54-4 
BATTERY CHARGER IN ONE-500. Battery 

charger update and activation card EN54-4 for 
ONE-500. Once activated, the card becomes a 

key for the charger to work permanently.

1.110,00 KM

* EVAC OZVUČENJA - ONE SERIES - EN 54-16  PA/VA SYSTEM *
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6 EQ-246113

SPECIAL BATTERY 12V FOR ONE-500
Lead-acid battery 12V and 17Ah. It can be 

installed in any position except with the 
terminals facing down. Dimensions in mm 

(WxHxD) 181x167x76, Weight 6.1 Kg.

660,00 KM

7 LDAONEWMAS01

WALL MOUNTING KIT FOR ONE-500:
Wall mounting bracket for ONE-500 made of 

high strength galvanized steel. Quick 
installation, assembly and disassembly of the 

ONE unit. Includes accessories and 
installation hardware. Dimensions in mm 
(WxHxD) 414x431x12, Weight: 1.9 Kg

350,00 KM

8 LDAONERMA2S01

RACK FIXED MOUNTING KIT FOR 19" 
RACK CABINET FOR ONE-500. Installation 

support in 2U 19" rack for ONE-500 fixed. 
Material Fe, Color RAL 9005 Black, 

Dimensions (W x H x D) Two 2U 19” rack 
pieces. 24 x 86 x 20 mm.

120,00 KM

9 LDAONERMAS01

RACK MOUNTING KIT FOR 19" RACK 
CABINET FOR ONE-500. Installation support 
in 3U 19" rack for removable ONE-500. Allows 
quick installation, assembly and disassembly 

of the ONE unit, includes accessories and 
installation hardware.

650,00 KM

10 LDANEO8060S02

PUBLIC ADDRESS AND VOICE ALARM 
SYSTEM MODEL LDA NEO 8060 : The 

PA/VA system LDA NEO 8060 is EN 54-16 
certified and meets EN 60849 standard for 

emergency voice evacuation. NEO 8060 offers 
5 analog audio inputs and two amplification 
configurations for 100V/70V lines: 8 class D 

amplifiers of 120W per channel. Dual 
amplification outputs fro A+B wiring. 8 pre-

amp outputs for external PA amplifiers 
connection. 22 GPIO ports. NEO Configurator 
Software for configuration and event creation 
included. Dimensions: 483 x 88 x 455 mm. 

Weight: 13,5 Kg.

16.900,00 KM

11 LDANEO4250ES01

EXTENSION CONTROLLER + 4x250W 
AMPLIFIER MODEL LDA NEO 4250-E. This 

extension unit for the PA/VA system LDA NEO 
includes 2 power amplifier configurations at 

100V/70V lines: 4 class D amplifiers of 250W 
each or 2 class D channels of 500W per 

channel.

9.200,00 KM

12 LDANEO4500ES01

EXTENSION CONTROLLER + 4x500W 
AMPLIFIER MODEL LDA NEO 4500-E. This 

extension unit for the PA/VA system LDA NEO 
includes 4 class D power amplifier channels of 
500W or 2 class D power amplifier channels of 

1000W at 100V/70V lines.

12.480,00 KM

* EVAC OZVUČENJE - NEO SERIES - COMPACT EN 54-16 PA/VA SYSTEM *
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13 LDANEO8250ES01

EXTENSION CONTROLLER + 8 x 250W 
AMPLIFIER MODEL LDA NEO 8250-E. This 

extension unit for the PA/VA system LDA NEO 
includes 8 class D power amplifier channels of 

250W at 100V or 70V lines.

15.780,00 KM

14 LDANEO4500LES01

EXTENSION CONTROLLER + 4x500W @ 
4ohm AMPLIFIER MODEL LDA NEO 4500-
LE. This extension unit for the PA/VA system 

LDA NEO includes 2 power amplifier 
configurations at 4ohm lines: 4 class D 

amplifiers of 500W each per channel @4ohm. 

12.600,00 KM

15 LDAZES22S02

AUDIO OVER ETHERNET CONVERTER 4 
CHANNELS LDA ZES22: 4 configurable audio 
I/O, balanced inputs with selectable phantom 

power supply (12V), balanced audio outputs, 1 
balanced input and configurable GPIO control, 

1 24VDC output

3.340,00 KM

16 LDAZES22ACSIS01

ZES22 adapter to LDA ACSI BUS. This device 
allows to install in a NEO system up to 8 x 
MPS8Z microphones remotely via Ethernet 

network. A ZES22 device and SIME software 
running in a server are required.

400,00 KM

17 EQ241976

BATTERY CHARGER EN54-4 24V, 960W 
MODEL POWER-3600 24V 6A MS 40. Battery 
charger for voice evacuation systems, EN54-4 

compliant. Designed for charging lead-acid 
batteries (backup power supply for voice 

evacuation systems).

4.260,00 KM

18 EQ241977

BATTERY CHARGER EN54-4 24V, 3600W 
MODEL SLAT SON 24V 12A MS 150. Battery 
charger for voice evacuation systems, EN54-4 

compliant. Designed for charging lead-acid 
batteries (backup power supply for voice 

evacuation systems).

6.190,00 KM

19 EQ241978

SPECIAL 45Ah 12V BATTERY for use with 
960W battery charger SLAT SON 24V 6A MS 

40. Dimensions (WxHxD): 166 x 170 x 198 
mm. Weight: 13.2 kg.

1.450,00 KM

20 EQ241994

SPECIAL 120Ah 12V BATTERY for use with 
3600W battery charger SLAT SON 24V 12A 
MS 150. Dimensions (WxHxD): 171 x 220 x 

330 mm. Weight: 32 kg.

1.930,00 KM
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21 LDAVCC64S02

CHANNEL AND VOLUME CONTROLLER 
MODEL LDA VCC-64. Up to 99 programmable 

channels and volume control (0-9). It is 
installed in the local zone and connected to 

the system via bus. It provides channel 
selection and volume control.

690,00 KM

22 LDAVCC64PSKS01

COMMUNICATION AND POWER SUPLY 
ADAPTER RJ-45 FOR VCC-64. It allows to 

connect up to 10 units of VCC-64 devices for 
100m distance using standard UTP cable.

740,00 KM

23 LDATFL2S01

END OF LINE DEVICE MODEL LDA TFL-2. 
Filtered load impedance for improving the 

accuracy of loudspeaker line measurement in 
70 / 100V lines. It allows to add precision to 

the verification of the connection integrity 
between the speakers and the PA / VA 

system.

290,00 KM

24 LDAA1S02

PAGING MICROPHONE MODEL LDA A-1: 1-
zone desktop paging microphone. Power 
supply: 5 Vdc, chime, output gain control, 

Indicators: Busy line, floor microphone 
activated, Dimensions in mm (HxWxD): 

45x125x125, Length of gooseneck 
350mm.Weight: 0.85 kg.

880,00 KM

25 LDAMPS8ZS02

MULTI-ZONE PAGING MICROPHONE 
MODEL LDA MPS-8Z. It includes 8 zone 
buttons, a All-Zones Call button, Recall 

function, and LED indicators for selected-
zone, occupied-zone and floor taken, as well 
as system indicators according to EN54-16 

standard.

1.750,00 KM

26 LDAMPS8KS01

EXPANSION UNIT MODEL LDA MPS-8K. 
Expansion unit for the paging microphone 

MPS-8Z. It adds 8 extra programmable 
buttons that can be asigned to different zones 

by the NEO configurator software.

1.400,00 KM

27 LDAVAP1S02

VOICE ALARM PANEL MODEL LDA VAP-1: 
External remote control that incorporates an 
emergency microphone and provides direct 
access to voice evacuation functionalities of 

the NEO system. Supervised according to the 
EN 54-16 standard. 

1.840,00 KM

28 LDAVAP8KS01

EXPANSION UNIT MODEL LDA VAP-8K for 
the fireman's panel VAP-1. This module adds 

8 extra programmable buttons that can be 
asigned to different zones by the NEO 

Configurator software.

1.400,00 KM

* EVAC OZVUČENJE - NEO AND ONE ACCESORIES *
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29 LDARCD21RS03

MULTISOURCE TWO CHANNELS PLAYER 
CD/USB AND FM/AM RADIO TUNNER 

MODEL LDA RCD-21R. Integrated 
multisource player with CD player and USB 
interface. It supports Mp3 files. It can play 

music at two zones at the same time. 

1.570,00 KM

30 LDAAT60S02

CONSTANT IMPEDANCE ROTARY 
ATTENUATOR WITH PRIORITY MODEL 

LDA AT-6.0: Constant impedance attenuator 
with 5 6dB attenuation stages, Maximum 

power 12W@100V and 6W@70V.

140,00 KM

31 LDAAT25S01

CONSTANT IMPEDANCE ROTARY 
ATTENUATOR WITH PRIORITY MODEL 

LDA AT-25: Constant impedance attenuator 
with 5 6dB attenuation stages, Maximum 

power 50W@100V and 25W@70V.

260,00 KM

32 EQ242051

AUDIO IP / SIP INTERFACE FOR VOICE 
CALLS FROM IP TELEPHONY. It allows 

integration with SIP telephony networks for up 
to 3 public address zones. This interface 
allows making calls from the IP telephony 

system to the public address system quickly 
and easily.

2.860,00 KM

33 LDACH32TNS01

EN 54-24 3" CEILING SPEAKER MODEL LDA CH-
32TN: 3” metallic speaker for 70/100V lines with 
built-in fire protection and back fire dome. 9W of 
maximum power. Low loss transformer of 6, 3, 

1.5W, 0.75W @100V and 3, 1.5, 0.75, 
0.375W@70V. Frequency response: 180-20000 
Hz +/- 10dB. SPL (1W 1m): 84 dB. Dimensions: 

105x90 mm. Weight: 0,5 Kg. Color: RAL:9016 and 
RAL9003. IP 21 protection class and Type A 

according to EN54-24

70,00 KM

34 LDACH42TNS02

EN 54-24 6” CEILING SPEAKER MODEL LDA CH-
42TN: 6” metallic speaker for 70/100V lines with 
built-in fire protection and back fire dome. 9W of 

maximum power. Low loss transformer of 6, 3, 1.5, 
0.75W @100V and 3, 1.5, 0.75, 0.375W@70V. 

Frequency response: 100-20000 Hz. SPL (1W 1m) 
92 dB. Dimensions: 200x90 mm. Weight: 1 Kg. 

Color: RAL9016 and RAL 3000. IP 21 protection 
class and type A according to EN54-24.

80,00 KM

35 LDASC95TNS01

EN 54-24 6.5"" CEILING SPEAKER MODEL LDA 
SC-95TN: Maximum power 36 W. 24 W / 12 W / 6 
W / 3 W / 4? @ 100V. SPL a 24W / 1W (100 Hz-
10 kHz, 1m) 103dB / 91dB SPL a 24W / 1W (100 
Hz-10 kHz, 4m) 91dB / 79dB Frequency response 
(-10 dB) 120 Hz - 20k Hz. Rated input 100 V / 70 
V. Vault: white color (RAL9003)  /red (RAL3000). 

Dimensions 226 mm x 129 mm. Hole size: 
195mm. IP 21 protection class Type A according 

to EN54-24.

300,00 KM

* EVAC OZVUČENJE - EN 54-24 VOICE ALARM (VA) ZVUČNICI *
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36 LDADS60TNS02

EN 54-24 5” WALL MOUNT SPEAKER MODEL 
LDA DS-60TN: This 5” speaker for 70/100V lines 

has a built-in fire protection. 9W of maximum 
power. Low loss transformer of 6, 3, 1.5, 0.75W 

@100V and 3, 1.5, 0.75, 0.375W@70V. 
Frequency response: 300-15000 Hz. SPL 

(1W/1m): 91 dB. Dimensions: 170x170x63 mm. 
Weight: 1.5 Kg. Color: RAL:9016. IP 21 protection 

class and Type A according to EN54-24

120,00 KM

37 LDAPCP20TNS01

EN 54-24 5” IP65 CYLINDRICAL SOUND 
PROJECTOR MODEL LDA PCP-20TN: 5” ABS 

speaker for 70/100V lines. Max power 30W. Low-
loss transformer 20, 10, 5, 2.5W@100V  10, 5, 
2,5, 1,25W@70V, Frequency response: 130Hz-

20kHz, Sensitivity: 101dB (1W, 1m). Dimensions in 
mm (Diameter x Depth): 138  x 205 mm, Weight:  

21,75 Kg, Colour: RAL: 9016. (U Bracket 
included). IP65 protection class Type B according 

to EN54-24.

240,00 KM

38 LDAPCM20TNS02

EN 54-24 5” IP65 ANTI-VANDAL CYLINDRICAL 
SOUND PROJECTOR MODEL LDA PCM-20TN:  

Max power 30W. Low-loss transformer 
20W/10W/5W/2.5W@100V, 20W/10W/5W@70V, 
Frequency response: 150Hz-20kHz, Sensitivity: 

101dB/90dB (1W, 1m), Fire resistant cable. 
Material: Aluminum. Colour: RAL: 9003. IP 66 

protection class and Type B according to EN54-
24.

300,00 KM

39 LDAPCM220TNS01

EN 54-24 5,25” IP65 ANTI-VANDAL 
CYLINDRICAL BIDIRECTIONAL SOUND 

PROJECTOR MODEL LDA PCM-220TN: 5,25” 
metal speaker for 70/100V lines. Max power 30W. 
Low-loss transformer 20W/10W/5W/2.5W@100V, 
20W/10W/5W@70V, Frequency response: 150Hz-

20kHz, Sensitivity: 101dB/90dB (1W, 1m), Fire 
resistant cable. Material: Aluminum. Dimensions in 
mm (Diameter x Depth): 140  x 195 mm, Weight:  

2,65 Kg, Colour: RAL: 9003. (U Bracket included). 
IP 65 protection class and Type B according to 

EN54-24.

430,00 KM

40 LDAPS30TNS01

EN 54-24 PS-30TN IP66 HORN LOUDSPEAKER. 
Maximum power 25 W. Nominal power 15 W. 15 

W / 10 W / 5 W / 8? @ 100V. 7,5 W / 5 W / 2,5 W / 
8? @ 70V. SPL a 15W / 1W (100Hz-10KHz, 1m) 
117dB / 105dB SPL a 15W / 1W (100Hz-10KHz, 

4m) 105 dB / 93 dB Frequency range (-10 dB) 300 
Hz -16 kHz Rated input 100 V / 70 V. ABS 

material. IP 66 protection class Type B according 
to EN54-24.

330,00 KM

41 LDACI225TNS01

EN 54-24  IP66 2 x 4" COLUMN SPEAKER LDA 
CI-225TN 30W@100V. Max power 30 W. Rated 
power 20 W. Power tapping. 20W / 10W / 5W / 
2.5W @ 100V. SPL at 20W/1W (100Hz-10kHz, 

1m). 103 dB (40W/1m) / 92 dB (1W/1m). 
Frequency response 300 Hz ~15 kHz Connection 

Fire-resistant cable. Dimensions (W x H x D). 
165x150x344 mm. Weight 3.75 kg. Color White 

(RAL9003). Speaker size 4'' x 2. Material 
Aluminum. Protection class IP 66 and Type B 

according to EN54-24.

660,00 KM
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42 LDACI825TNS01

EN 54-24  IP66 8 x 2,5"" COLUMN SPEAKER 
LDA CI-825TN: Column speaker of 4 x 4'' made of 
aluminium for 70/100V lines. Low loss transformer 
40 / 20 W @ 100V, 20 / 10W @ 70V, Frequency 

response: 170-15000Hz +/-5dB, Sensitivity: 93 dB 
(1W 1m), Dimensions in mm (W x H x D) 106 x 
691 x 75, Weight: 3,74 Kg, Color: RAL:9016. 

(Bracket included). IP 66 protection class Type B 
according to EN54-24. 

860,00 KM

43
LDANEOCTRLSWS0

1

LDA NEO CONTROL SOFTWARE FOR PA/VA 
SYSTEM MANAGEMENT. Control and 

supervision of the entire system through Ethernet. 
Easy and intuitive installation. No configuration 
required. It allows a centralized control of the 
system, volume control, source routing, pre -

recorded messages broadcasting, management of 
emergency functions and system profiles. It allows 

setting installation floor plan as GUI interface. 
Single-user license.

1.330,00 KM

Obavještavamo vas da uprkos našim najboljim namjerama ne možemo garantovati da objavljene informacije i slike ne sadrže 
nedostatke i greške koje ne mogu biti pravna osnovica za tužbu. Sve cijene su informativnog karaktera i kao takve podložne su 

izmjenama bez prethodne najave! Navedene cijene su u BAM bez PDV-a.  Kontaktirajte nas radi ostvarivanja ZNAČAJNIH 
POPUSTA!
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